ReaderTT.config = {"pagecount":19,"title":"Implementing a Flexible Design Reuse Methodology","author":"Ron Smith","subject":"","keywords":"","creator":"Impress","producer":"LibreOffice 7.2","creationdate":"D:20220627021656Z'","moddate":"","trapped":"","fileName":"document.pdf","bounds":[[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825]],"bookmarks":[{"title":"Implementing an Adaptable Design Reuse Methodology","page":1,"zoom":"XYZ 0 825 0"},{"title":"Reuse Definition & Diversification","page":2,"zoom":"XYZ 0 825 0"},{"title":"If an electronic circuit could not be used in a different way o","page":3,"zoom":"XYZ 0 825 0"},{"title":"Focus of this Presentation - Flexible Reuse in the Electrical E","page":4,"zoom":"XYZ 0 825 0"},{"title":"Reluctance to Reuse","page":5,"zoom":"XYZ 0 825 0"},{"title":"Logical and Physical Reuse (Schematic and PCB design)","page":6,"zoom":"XYZ 0 825 0"},{"title":"Traditional Logic Reuse Hierarchical Implementation","page":7,"zoom":"XYZ 0 825 0"},{"title":"Logical Reuse Hierarchical Schematic","page":8,"zoom":"XYZ 0 825 0"},{"title":"Traditional - Physical Reuse (Method 1) Copy / Paste and Clip","page":9,"zoom":"XYZ 0 825 0"},{"title":"Traditional - Physical Reuse (Method 2) Schematic Hierarchica","page":10,"zoom":"XYZ 0 825 0"},{"title":"Slide 11","page":11,"zoom":"XYZ 0 825 0"},{"title":"Slide 12","page":12,"zoom":"XYZ 0 825 0"},{"title":"Slide 13","page":13,"zoom":"XYZ 0 825 0"},{"title":"Slide 14","page":14,"zoom":"XYZ 0 825 0"},{"title":"Slide 15","page":15,"zoom":"XYZ 0 825 0"},{"title":"Slide 16","page":16,"zoom":"XYZ 0 825 0"},{"title":"Slide 17","page":17,"zoom":"XYZ 0 825 0"},{"title":"Slide 18","page":18,"zoom":"XYZ 0 825 0"},{"title":"Slide 19","page":19,"zoom":"XYZ 0 825 0"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
