ReaderTT.config = {"pagecount":27,"title":"Programmer's Manual","author":"Steve Lerner","subject":"","keywords":"","creator":"Acrobat PDFMaker 8.1 for Word","producer":"Acrobat Distiller 8.1.0 (Windows)","creationdate":"D:20080422150123-07'00'","moddate":"D:20080422150214-07'00'","trapped":"","fileName":"document.pdf","bounds":[[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210]],"bookmarks":[{"title":"About the LabelWriter 400 Series Printers","page":7,"zoom":"XYZ 137 1110 null","children":[{"title":"The Print Head ","page":7,"zoom":"XYZ 137 666 null"}]},{"title":"Printer Commands and Control","page":8,"zoom":"XYZ 137 1129 null","children":[{"title":"Print Data ","page":8,"zoom":"XYZ 137 808 null"},{"title":"Data Synchronization ","page":8,"zoom":"XYZ 137 244 null"},{"title":"Label Positioning ","page":9,"zoom":"XYZ 137 792 null"},{"title":"Top-of-Form Sync ","page":9,"zoom":"XYZ 137 557 null"},{"title":"Label Length ","page":9,"zoom":"XYZ 137 345 null"},{"title":"Label-Movement Commands ","page":10,"zoom":"XYZ 137 956 null","children":[{"title":"Form Feed Command (<esc> E) ","page":10,"zoom":"XYZ 137 847 null"},{"title":"Short Form Feed Command (<esc> G)","page":10,"zoom":"XYZ 137 678 null"},{"title":"Skip \u201cn\u201d Lines Command (<esc> f 1 n)","page":10,"zoom":"XYZ 137 446 null"}]},{"title":"The Status Byte ","page":10,"zoom":"XYZ 137 276 null"},{"title":"Optimization of Throughput ","page":11,"zoom":"XYZ 137 646 null"},{"title":"Self-Test Capability ","page":11,"zoom":"XYZ 137 453 null"},{"title":"Barcode and Graphics Print Mode ","page":11,"zoom":"XYZ 137 322 null"}]},{"title":"Power Requirements","page":12,"zoom":"XYZ 137 1083 null","children":[{"title":"AC Adapter","page":12,"zoom":"XYZ 137 725 null"},{"title":"PCB Input Power","page":12,"zoom":"XYZ 137 614 null"},{"title":"Connector (JP2)","page":13,"zoom":"XYZ 137 620 null"}]},{"title":"USB Printer Interface","page":14,"zoom":"XYZ 137 1083 null","children":[{"title":"USB Vendor ID","page":14,"zoom":"XYZ 137 663 null"},{"title":"USB Product IDs","page":14,"zoom":"XYZ 137 556 null"}]},{"title":"Printer Commands","page":15,"zoom":"XYZ 137 1083 null","children":[{"title":"Commands Sent to the Printer","page":15,"zoom":"XYZ 137 928 null","children":[{"title":"<esc> B n  Set Dot Tab ","page":15,"zoom":"XYZ 137 779 null"},{"title":"<esc> D n  Set Bytes per Line ","page":15,"zoom":"XYZ 137 588 null"},{"title":"<esc> L nl n2  Set Label Length ","page":16,"zoom":"XYZ 137 1100 null"},{"title":"<esc> E Form Feed ","page":16,"zoom":"XYZ 137 653 null"},{"title":"<esc> G Short Form Feed","page":16,"zoom":"XYZ 137 443 null"},{"title":"<esc> q n Select Roll (Twin Turbo printer Only)","page":16,"zoom":"XYZ 137 294 null"},{"title":"<esc> A Get Printer Status","page":17,"zoom":"XYZ 137 1009 null"},{"title":"<esc> @ Reset Printer ","page":17,"zoom":"XYZ 137 539 null"},{"title":"<esc> *  Restore Default Settings","page":17,"zoom":"XYZ 137 351 null"},{"title":"<esc> f 1 n Skip \"n\" Lines","page":17,"zoom":"XYZ 137 204 null"},{"title":"<esc> V Return Revision Letter/Number","page":18,"zoom":"XYZ 137 1031 null"},{"title":"<syn> nl..nx Transfer Print Data","page":18,"zoom":"XYZ 137 777 null"},{"title":"<etb> nl..nx Transfer Compressed Print Data","page":18,"zoom":"XYZ 137 608 null"},{"title":"<esc> h  Text Speed Mode","page":18,"zoom":"XYZ 137 417 null"},{"title":"<esc> i  Barcode and Graphics Mode","page":18,"zoom":"XYZ 137 311 null"},{"title":"<esc> c Set Print Density Light","page":18,"zoom":"XYZ 137 204 null"},{"title":"<esc> d Set Print Density Medium","page":19,"zoom":"XYZ 137 1100 null"},{"title":"<esc> e Set Print Density Normal","page":19,"zoom":"XYZ 137 1015 null"},{"title":"<esc> g Set Print Density Dark","page":19,"zoom":"XYZ 137 930 null"},{"title":"<esc> y Set print resolution to 300x300","page":19,"zoom":"XYZ 137 844 null"},{"title":"<esc> z Set print resolution to 203x300","page":19,"zoom":"XYZ 137 739 null"}]}]},{"title":"Appendix A Data Compression ","page":21,"zoom":"XYZ 137 1083 null"},{"title":"Appendix B Printing to the LabelWriter Duo Tape Printer","page":23,"zoom":"XYZ 137 1083 null","children":[{"title":"Command Language","page":23,"zoom":"XYZ 137 1003 null","children":[{"title":"<esc> B \u2013 Dot Tab","page":23,"zoom":"XYZ 137 792 null"},{"title":"<esc> D \u2013 Bytes per Line","page":23,"zoom":"XYZ 137 441 null"},{"title":"<syn> \u2013 Print Data","page":24,"zoom":"XYZ 137 1100 null"},{"title":"<esc> C \u2013 Set Tape Type","page":24,"zoom":"XYZ 137 913 null"},{"title":"<esc> E \u2013 Cut Tape","page":25,"zoom":"XYZ 137 1100 null"},{"title":"<esc> A \u2013 Get Status","page":25,"zoom":"XYZ 137 994 null","children":[{"title":"Status Bytes Format","page":25,"zoom":"XYZ 137 867 null","children":[{"title":"GE - General Error Bit","page":25,"zoom":"XYZ 137 641 null"},{"title":"CJ - Cutter Jammed Bit","page":25,"zoom":"XYZ 137 517 null"},{"title":"CASSETTE \u2013 Cassette Presence Bit","page":25,"zoom":"XYZ 137 355 null"}]}]}]}]},{"title":"Appendix C Debugging Printer Output","page":27,"zoom":"XYZ 137 1083 null"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
