ReaderTT.config = {"pagecount":72,"title":"PowerPoint Presentation","author":"Lucent End User","subject":"","keywords":"","creator":"Impress","producer":"LibreOffice 7.2","creationdate":"D:20220606171909Z'","moddate":"","trapped":"","fileName":"document.pdf","bounds":[[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825]],"bookmarks":[{"title":"3G and 4G Wireless \u2013 Advances and Challenges","page":1,"zoom":"XYZ 0 825 0"},{"title":"3G and 4G Wireless \u2013 Advances and Challenges","page":2,"zoom":"XYZ 0 825 0"},{"title":"Where are We?","page":3,"zoom":"XYZ 0 825 0"},{"title":"Representative Wireless Standards","page":4,"zoom":"XYZ 0 825 0"},{"title":"TDMA/FDMA","page":5,"zoom":"XYZ 0 825 0"},{"title":"CDMA","page":6,"zoom":"XYZ 0 825 0"},{"title":"Multipath Arrival of Signals","page":7,"zoom":"XYZ 0 825 0"},{"title":"CDMA Rake Receiver","page":8,"zoom":"XYZ 0 825 0"},{"title":"Orthogonal Frequency Division Multiplexing (OFDM)","page":9,"zoom":"XYZ 0 825 0"},{"title":"3G Services","page":10,"zoom":"XYZ 0 825 0"},{"title":"Key Mobility Services","page":11,"zoom":"XYZ 0 825 0"},{"title":"Customized Application for Mobile Enhanced Logic (CAMEL)","page":12,"zoom":"XYZ 0 825 0"},{"title":"Slide 13","page":13,"zoom":"XYZ 0 825 0"},{"title":"Slide 14","page":14,"zoom":"XYZ 0 825 0"},{"title":"Slide 15","page":15,"zoom":"XYZ 0 825 0"},{"title":"Slide 16","page":16,"zoom":"XYZ 0 825 0"},{"title":"3G Evolution","page":17,"zoom":"XYZ 0 825 0"},{"title":"Some Representative Current Wireless Options","page":18,"zoom":"XYZ 0 825 0"},{"title":"3G WCDMA","page":19,"zoom":"XYZ 0 825 0"},{"title":"Release 99","page":20,"zoom":"XYZ 0 825 0"},{"title":"Release 4","page":21,"zoom":"XYZ 0 825 0"},{"title":"Release 5","page":22,"zoom":"XYZ 0 825 0"},{"title":"HSDPA","page":23,"zoom":"XYZ 0 825 0"},{"title":"WCDMA Domains","page":24,"zoom":"XYZ 0 825 0"},{"title":"WCDMA Protocol Layers","page":25,"zoom":"XYZ 0 825 0"},{"title":"WCDMA L1, L2, and RRC Sublayer","page":26,"zoom":"XYZ 0 825 0"},{"title":"WCDMA Channels","page":27,"zoom":"XYZ 0 825 0"},{"title":"Mapping Between Channels","page":28,"zoom":"XYZ 0 825 0"},{"title":"WCDMA Channel Usage Examples","page":29,"zoom":"XYZ 0 825 0"},{"title":"Radio Resource Management","page":30,"zoom":"XYZ 0 825 0"},{"title":"WCDMA Power Control (near = far)","page":31,"zoom":"XYZ 0 825 0"},{"title":"WCDMA Handovers","page":32,"zoom":"XYZ 0 825 0"},{"title":"Handover Algorithm","page":33,"zoom":"XYZ 0 825 0"},{"title":"Network Dimensioning and Optimization","page":34,"zoom":"XYZ 0 825 0"},{"title":"WCDMA Quality of Service (Qos)","page":35,"zoom":"XYZ 0 825 0"},{"title":"Location Services (LCS)","page":36,"zoom":"XYZ 0 825 0"},{"title":"Why Move Towards 4G?","page":37,"zoom":"XYZ 0 825 0"},{"title":"Where Do We Want to Go?","page":38,"zoom":"XYZ 0 825 0"},{"title":"Upcoming","page":39,"zoom":"XYZ 0 825 0"},{"title":"3G All-IP Reference Architecture","page":40,"zoom":"XYZ 0 825 0"},{"title":"Slide 41","page":41,"zoom":"XYZ 0 825 0"},{"title":"3.5G Radio Network Evolution","page":42,"zoom":"XYZ 0 825 0"},{"title":"3.5G WCDMA Evolved System Architecture","page":43,"zoom":"XYZ 0 825 0"},{"title":"Key 3G and 4G Parameters","page":44,"zoom":"XYZ 0 825 0"},{"title":"Key 4G Mobility Concepts","page":45,"zoom":"XYZ 0 825 0"},{"title":"4G Networks Advances","page":46,"zoom":"XYZ 0 825 0"},{"title":"4G Networks Advances \u2013 cont\u2019d","page":47,"zoom":"XYZ 0 825 0"},{"title":"Key Challenges","page":48,"zoom":"XYZ 0 825 0"},{"title":"Key Challenges - cont\u2019d - 1","page":49,"zoom":"XYZ 0 825 0"},{"title":"Key Challenges - cont\u2019d - 2","page":50,"zoom":"XYZ 0 825 0"},{"title":"Key Challenges - cont\u2019d - 3","page":51,"zoom":"XYZ 0 825 0"},{"title":"4G RF/IF Architecture Example","page":52,"zoom":"XYZ 0 825 0"},{"title":"4G Transreceiver Processing Example","page":53,"zoom":"XYZ 0 825 0"},{"title":"Key Challenges - cont\u2019d - 4","page":54,"zoom":"XYZ 0 825 0"},{"title":"Key Challenges - cont\u2019d - 5","page":55,"zoom":"XYZ 0 825 0"},{"title":"Key Challenges - cont\u2019d - 6","page":56,"zoom":"XYZ 0 825 0"},{"title":"4G Forums","page":57,"zoom":"XYZ 0 825 0"},{"title":"Summary","page":58,"zoom":"XYZ 0 825 0"},{"title":"Slide 59","page":59,"zoom":"XYZ 0 825 0"},{"title":"1st Generation Analog Cellular Systems","page":60,"zoom":"XYZ 0 825 0"},{"title":"2nd Generation Cellular and Cordless Systems","page":61,"zoom":"XYZ 0 825 0"},{"title":"3G WCDMA and CDMA2000 Standards","page":62,"zoom":"XYZ 0 825 0"},{"title":"Cdma2000 Layered Structure","page":63,"zoom":"XYZ 0 825 0"},{"title":"UMTS Spectrum Allocation","page":64,"zoom":"XYZ 0 825 0"},{"title":"WCDMA Circuit Switched Protocols","page":65,"zoom":"XYZ 0 825 0"},{"title":"WCDMA PACKET CONTROL PLANE PROTOCOLS","page":66,"zoom":"XYZ 0 825 0"},{"title":"WCDMA PACKET USER PLANE PROTOCOLS","page":67,"zoom":"XYZ 0 825 0"},{"title":"HSDPA Protocol Architecture","page":68,"zoom":"XYZ 0 825 0"},{"title":"IMS Architecture","page":69,"zoom":"XYZ 0 825 0"},{"title":"Standards","page":70,"zoom":"XYZ 0 825 0"},{"title":"Glossary","page":71,"zoom":"XYZ 0 825 0"},{"title":"References","page":72,"zoom":"XYZ 0 825 0"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
