ReaderTT.config = {"pagecount":45,"title":"","author":"Aisyah","subject":"","keywords":"","creator":"Writer","producer":"LibreOffice 7.2","creationdate":"D:20220612001148Z'","moddate":"","trapped":"","fileName":"document.pdf","bounds":[[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286]],"bookmarks":[{"title":"2.2 Faktor-Faktor yang Mempengaruhi Laju Absorpsi 4","page":3,"zoom":"XYZ 189 674 0"},{"title":"2.3 Hal yang Harus Diperhatikan 5","page":3,"zoom":"XYZ 189 640 0"},{"title":"2.4 Aplikasi Absorbsi 6","page":3,"zoom":"XYZ 189 605 0"},{"title":"2.7 Kolom Absorber 8","page":3,"zoom":"XYZ 725 468 0"},{"title":"2.2 Faktor-Faktor yang Mempengaruhi Laju Absorpsi","page":10,"zoom":"XYZ 173 1043 0"},{"title":"II.3.1 Pemilihan Pelarut","page":11,"zoom":"XYZ 173 931 0"},{"title":"2.7. Kolom Absorber","page":15,"zoom":"XYZ 228 463 0","children":[{"title":"2.7.3 Keunggulan Menara Packed Bed :","page":16,"zoom":"XYZ 283 217 0"},{"title":"Kelemahan Menara Packed Bed :","page":17,"zoom":"XYZ 173 594 0"},{"title":"2.7.4 Ketentuan Isian dari Menara Packed Bed :","page":17,"zoom":"XYZ 173 370 0"},{"title":"2.7.7 Pressure Drop pada Packed Bed Column","page":18,"zoom":"XYZ 173 403 0"}]}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
